Part number:

HYDROMA HYDROMA

Series 1 T-11A

006-10976 HYDRAULICKE SYSTEMY  UKLADY HYDRAULICZNE  TMAPABIUYECKME CUCTEMbI
Through port body with gauge port.
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specifications, Page 11.02 Inch .25 NPTF .25 NPTF .25 NPTF EHA EHA/S
Inch 375 NPTF .25 NPTF .25 NPTF EHB EHB/S
Inch .50 NPTF 25 NPTF .25 NPTF EHC EHC/S
Inch SAE-6 SAE-6 .25 NPTF EHI EHI/S
Inch SAE-8 SAE-6 .25 NPTF EHJ EHJ/S
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Metric .25 BSPP .25 BSPP .25 BSPP EHT EHT/S
Metric .375 BSPP .25 BSPP .25 BSPP EHU EHU/S
Metric .50 BSPP .25 BSPP .25 BSPP EHV EHV/S
2 Gasket mount body for load control applications.
41,4 12,7 s}
T-1A Cavity ————»| | -
"E —1ZJ7 | Locating Shoulder A 'If = ; = '
| h Depth 17,5 mm. : | L Wgail
| | I r\\ |
e !
TYPICAL CARTRIDGES
USED WITH THIS BODY Mounting Holes:
; 8,6 mm. diameter through hole
CBGA - »++ Page 4.11 ] )
CBCG - #« Page  4.12 ~113 Oting Ronies e A5ir S T
CBCH - »=+  Page 414 , : a
CKCB - =#=  Page 4.16
12,7 mm
Cartridge seal lype determines Maximum
O-ring type. Porl
Instructions for ordering
complete cartridge and body
assemblies, Page viil
Pressure ratings, material | ‘
specifications. Page 11.02 E | é\;\
= il =5
0 15,0 30,2 G @
Ports ALUMINIUM SG IRON
c2, V1, v2 P =
Model Code List Price Mode| Code List Price
375 NPTF ZTN ZTN/S
SAE-6 ZTC ZTC/S
.375 BSPP ZTD ZTD/s
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