Part number: HYD Ro M A H YDR OMA

HYDRAULICKE SYSTEMY  UKLADY HYDRAULICZNE TWAPABJINYECKWNE CUCTEMbI

Indicators




VACUUM GAUGE
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DIFFERENTIAL INDICATORS
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Setting 130 kPa (1,3 bar) NO S0 Setting 130 kPa (1,3 bar)
Recommended tightening Recommended tightening
torque 90 Nm torque 90 Nm SPDT differential
switch.
“ 0 C.C.14-30V:

8 020 8 _L _________ > max resistive or
x : - r HE, ] inductive load 4 - 3A
a | & o | S 3] respectively
L 14 I 1 i ! C.A. 125-250V:

1
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> max resistive or
inductive load 1 A
Protection IP65

Connector DIN 43650
Recommended tightening
torque 90 Nm
- i 2 30
5B AB Setting 130 kPa (1,3 bar) |
4 a I
1 {I’
~ - 0
5C W Setting 200 kPa (2 bar) 2 !
e o
5D AD/I Setting 250 kPa (2,5 bar) ] i
5E AE | Setting 500 kPa (5 bar) M20x15 '
5F AF Setting 800 kPa (8 bar)
Recommended tightening
torgue 90 Nm
_ - SPDT differential
6B CB Setting 130 kPa (1,3 bar) switch.

: C.C.14-30V:
ar o i > max resistive or
6C _ cC Setting 200 kPa (2 bar) inductive load 4 - 3A

: : respectively
6D CD Setting 250 kPa (2,5 bar) C.A. 125-250 V-

- > max resistive or
6E CE Setting 500 kPa (5 b: inductive load 1A
6E CE etting a (5 bar) Protection IP65

: Connector DIN 43650
6F GF Setting 800 kPa (8 bar)




VACUUM SWITCH

Setting 20 kPa (0,2 bar)
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SPDT,
ATEX3GDEExeT6 C.C. 30

> max resistive or
} inductive load 3A - 1A

respectivel

CA 125 oiy 250V

> max resistive or

! inductive load 3A - 0,5A
] respective

Protection r?’Pl?;s
Connector DIN 43650

Setting 25 kPa (0,25 bar)
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PRESSURE SWITCH

Setting 130 kPa (1,3 bar)

]
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P1 :

Setting 150 kPa (1,5 bar)

P6 .

Setting 200 kPa (2 bar)

SPDT,

C.C.30V:

> max resistive or
inductive load 3A - 1A

respectively

C.A. 125 or 250V

> max resistive or
inductive load 3A - 0,5A
respectivel

Connector DIN 43650

Setting 150 kPa (1,5 bar)
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Setting 130 kPa (1,3 bar)

el

Setting 200 kPa (2 bar)

1
=

7D ED

Setting 250 kPa (2,5 bar)

7E | EE

Setting 500 kPa (5 bar)

7F EF

Setting 800 kPa (8 bar)

= Recommended tightening torque 90 Nm

SPDT differential
switch.

C.C.14 - 30V:

> max resistive or
inductive load 4 - 3A
respectively
C.A.125-250 V:

> max resistive or

inductive load 1A
Protection IP65
Connector DIN 43650

T0 | DB

Setting 130 kPa (1,3 bar)

T | bc

Setting 200 kPa (2 bar)

o
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76 | DD

Setting 250 kPa (2,5 bar)

|
.

T2 DE

Setting 500 kPa (5 bar)

T3 DF

Setting 800 kPa (8 bar)

032

M20 x 1.5

SPDT differential
switch.

C.C. 14 - 30V:

> max resistive or
inductive load 4 - 3A
respectively
C.A.125-250V:

> max resistive or
inductive load 1A
Protection IP65
Connector DIN 43650

70 EO

Setting 130 kPa (1,3 bar)

70

Tt =]

Setting 200 kPa (2 bar)

76 | E6

Setting 250 kPa (2,5 bar)

b

72 E2

| Setting 500 kPa (5 bar)

73 E3

Setting 800 kPa (8 bar)

SPDT differential
switch.

C.C. 14 - 30V:

> max resistive or
inductive load 4 - 3A
respectively
C.A.125-250 V:

> max resistive or
inductive load 1A
Protection IP65
Connector DIN 43650

X6 -

Setting 250 kPa (2,5 bar)
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= M20x 1,5

Recommended tightening torque 54 Nm

N.O. differential
switch.

C.C. 28-48V:

> max resistive or
inductive load 5 - 3A
respectively
C.A.125-250V:

> max resistive or
inductive load 4A
Protection IP65-IP6OK
Connector AMP timer

PIN1

PIN2
Contact
normally open

Technical data subject to variations without prior notice. Clogging indicators 02/2016

www.hydroma.cz

www.hydroma.eu

www.hidromasistems.pl



	Indikátory-1
	Indikátory-2
	Indikátory-3

